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1
DUPLEXER AND METHOD FOR
INCREASING THE ISOLATION BETWEEN
TWO FILTERS

This application is a continuation of co-pending Interna-
tional Application No. PCT/EP2009/060841, filed Aug. 21,
2009, which designated the United States and was not pub-
lished in English, and which claims priority to German Appli-
cation No. 10 2008 045 346.3, filed Sep. 1, 2008, both of
which applications are incorporated herein by reference.

BACKGROUND

The invention relates to a duplexer in which, in the trans-
mission path, a transmission signal is led from a transmission
amplifier to the antenna and, in the reception path, a reception
signal is led from the antenna to a reception amplifier. In order
to be able to transmit and receive simultaneously, different
frequency ranges are used for the transmission signal and the
reception signal. In order that the transmission signal does not
interfere with the very much weaker reception signal, a recep-
tion filter is provided in the reception path, which reception
filter passes the reception signal and greatly suppresses the
transmission signal. An isolation of 50 dB to 60 dB between
the reception path and the transmission path is typically
required in the transmission frequency band.

In the case of closely adjacent transmission and reception
frequency ranges, the isolation in the transmission frequency
range is determined by the selection of the reception filter,
which is usually embodied as a bandpass filter. If the recep-
tion frequency range lies above the transmission frequency
range, the selection is predetermined by the gradient of the
lower reception filter edges. With a predetermined reception
filter bandwidth and the required impedance matching, how-
ever, the selection cannot be increased arbitrarily owing to the
dictates of design. With the aid of inductances, an improve-
ment in the isolation of approximately 10 dB can be achieved
by means of a pole shift. However, this method can be used
only to a limited extent in the case of duplexers having a small
separation between the transmission and reception frequency
bands of only approximately 20 MHz and at transmission and
reception frequencies of approximately 1.9 GHz, since the
lower reception filter edge is flattened. Furthermore, the
inductance values have fluctuations that reduce the transmis-
sion range isolation specified as typical.

SUMMARY

In one aspect the invention increases the isolation between
the transmission and reception paths at transmission frequen-
cies.

In one embodiment the invention provides a duplexer com-
prising an antenna terminal, a transmission amplifier terminal
and a reception amplifier terminal. The transmission ampli-
fier terminal is coupled to the antenna terminal via a trans-
mission filter and the reception amplifier terminal is coupled
to a reception filter. The reception filter is coupled to the
antenna terminal via a band-stop filter. The band-stop filter
separates the transmission path from the reception path, such
that the isolation of the duplexer is increased.

The transmission filter has a passband, while the band-stop
filter has a stop band in the passband of the transmission filter.
Since the stop band of the band-stop filter lies in the passband
of the transmission filter, the isolation in the transmission
frequency range is increased.

The transmission filter comprises at least one resonator and
the band-stop filter comprises at least one same resonator as
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the transmission filter. In the application, the term “same
resonators” is taken to mean resonators which have the same
resonant frequencies and the same layer construction with
regard to materials and layer thicknesses. However, they can
have different areas and thus have different static capaci-
tances. Since the band-stop filter and the transmission filter
have the same resonator, the design outlay and the manufac-
ture of the duplexer can be simplified.

In one development, the transmission filter and the band-
stop filter comprise ladder structures having series resonators
or parallel resonators. The desired transfer properties of the
transmission filter and of the band-stop filter can be synthe-
sized with the aid of cascaded ladder structures.

In one development, at least one parallel resonator of the
transmission filter has a resonant frequency that is lower than
the resonant frequencies of the series resonators. The band-
width of the transmission filter and of the band-stop filter can
be set by means of the different resonant frequencies.

In one development, at least one series resonator of the
band-stop filter is the same resonator as a parallel resonator of
the transmission filter. The same manufacturing process used
for the parallel resonator of the transmission filter can there-
fore also be used for the series resonator of the band-stop
filter. Furthermore, the antiresonance of the parallel resonator
then lies in series with the reception filter and increases the
isolation.

In one development, at least one parallel resonator of the
band-stop filter is the same resonator as a series resonator of
the transmission filter. In this case, too, both the parallel
resonator of the band-stop filter and the series resonator of the
transmission filter can be realized in one process. By virtue of
the parallel resonator and the series resonator of the transmis-
sion filter being used as a series resonator and parallel reso-
nator, respectively, of the band-stop filter, the band-stop filter
acquires a transfer function that is quasi inverse with respect
to the passband of the transmission filter.

In one development, the resonant frequency of at least one
series resonator of the band-stop filter differs from the reso-
nant frequencies of the remaining series resonators of the
band-stop filter.

In one development, the resonant frequency of at least one
parallel resonator of the band-stop filter differs from the reso-
nant frequencies of the remaining parallel resonators of the
band-stop filter. The different resonant frequencies of the
parallel and series resonators result in additional degrees of
freedom being available which can be used to optimize the
duplexer with regard to the matching and the transfer function
and the isolation.

In one development, the resonators whose resonant fre-
quencies differ from the other resonators have an additional
mass coating which changes the resonant frequency and
which is not present, or not present to the same extent, in the
other resonators. Ifthe additional mass coating can be applied
using simple means, then it constitutes one possibility of
influencing the resonant frequency without great outlay and
without complicated process steps.

In one development, the additional mass coating is a tita-
nium layer, an aluminum layer, a molybdenum layer, an iri-
dium layer, a ruthenium layer, a silicon nitride layer, an alu-
minum nitride layer, a zinc oxide layer, a lead zirconate
titanate (PZT) layer, a barium strontium titanate (BST) layer,
or a layer composed of some other material, which layer is
applied above or below a piezo-layer of the resonator, or
thickens the piezo-layer. These layers can be applied in a
targeted manner, or can be removed by simple process steps,
such that it is possible to change the resonant frequency
without great outlay.
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In one development, the resonators of the transmission
filter and the resonators of the band-stop filter are BAW
resonators and are arranged on the same substrate. The reso-
nators of the transmission filter and of the band-stop filter can,
if they are the same in accordance with the above definition,
be manufactured by means of the same process, as a result of
which the number of process steps is reduced.

In one development, the resonators of the reception filter
and the resonators of the band-stop filter are BAW (Bulk
Acoustic Wave) resonators and are arranged on the same
substrate.

In one development, the resonators of the transmission
filter, the resonators of the reception filter, and the resonators
of the band-stop filter are BAW resonators and are arranged
on the same substrate.

In one development, the reception filter comprises at least
one SAW (Surface Acoustic Wave) resonator. SAW resona-
tors permit balanced-unbalanced driving of the filters. SAW
technology makes it possible to realize greatly different fre-
quencies on one substrate.

In one development, the transmission filter and the band-
stop filter comprise SAW resonators instead of BAW resona-
tors, and the SAW resonators of the reception filter, of the
transmission filter and of the band-stop filter are constructed
on a common substrate.

SAW resonators having different resonant frequencies can
be manufactured together by means of the same process, as a
result of which the production of the duplexer is simplified.

In one development, GBAW resonators are used instead of
BAW resonators. GBAW (Guided Bulk Acoustic Waves) are
SAW-like components in which the acoustic wave runs just
below the component surface. The resonant frequency of a
GBAW resonator results firstly from the period of the finger
arrangement as in the case of the SAW resonator and secondly
from the layer construction as in the case of the BAW reso-
nator. Therefore, the methods for frequency reduction in the
case of BAW resonators can also be applied to GBAW reso-
nators.

It is also possible for a duplexer to comprise both BAW and
GBAW resonators and thus to be embodied as a hybrid
duplexer.

The reception filter can comprise at least one GBAW reso-
nator. Likewise, the transmission filter and the band-stop filter
can comprise GBAW resonators instead of BAW resonators,
wherein all the GBAW resonators of the reception filter, of the
transmission filter and of the band-stop filter can be con-
structed on a common substrate.

In one development, at least one of the resonators of the
band-stop filter has a first resonant frequency and a first static
capacitance. It comprises a number N of resonators, wherein
the number N is greater than or equal to two, the N resonators
each have a static capacitance that is N times greater than the
first static capacitance, the N resonators are connected in
series with one another, and the resonant frequency deviates
from the first resonant frequency by up to 3% at least in one of
the N resonators. The multiplication of the resonator results in
further degrees of freedom for the filter design by virtue of
multiple poles being generated by the frequency deviation.

In one development, at least one of the resonators of the
band-stop filter has a first resonant frequency and a first static
capacitance. It comprises a number N of resonators, wherein
the number N is greater than or equal to two, the N resonators
each have a static capacitance thatis N times less than the first
static capacitance, the N resonators are connected in parallel
with one another, and the resonant frequency deviates from
the first resonant frequency by up to 3% at least in one of the
N resonators. The multiplication of the resonator results in
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4

further degrees of freedom for the filter design by virtue of
multiple poles being generated by the frequency deviation.

In one development, the duplexer further comprises at least
one matching circuit designed such that upon reception of a
reception signal the transmission filter constitutes an open
circuit from the point of view of the reception filter, and
reflections between the reception filter and the antenna ter-
minal are minimized, and upon transmission of a transmis-
sion signal the reception filter constitutes an open circuit from
the point of view of the transmission filter, and reflections
between the transmission filter and the antenna terminal are
minimized. The transmission filter, the reception filter and the
band-stop filter have to be matched to one another and to the
antenna terminal, such that power can be transferred with low
losses and with the necessary isolation between the terminals.

In one development, the band-stop filter has a first terminal
and a second terminal, wherein the first terminal is connected
to the antenna terminal and the transmission filter and the
second terminal is connected to the reception filter. The
matching circuit comprises a first inductance and a second
inductance, wherein the first inductance connects the first
terminal to ground and the second inductance connects the
second terminal to ground. The first inductance enables the
matching of the transmission filter, while the first inductance
together with the second inductance and the static capaci-
tance of the band-stop filter forms a PI matching network for
the reception filter.

In one development, the band-stop filter comprises a first
series resonator, which is connected to the first terminal. By
means of the first series resonator, the transfer properties with
respect to the reception filter can be influenced in a targeted
manner.

In one development, the first series resonator has an anti-
resonance lying in the passband of the transmission filter. At
the antiresonance, the first series resonator has a high imped-
ance, such that a high isolation with respect to the reception
filter arises at frequencies in the passband of the transmission
filter.

In one development, the band-stop filter further comprises
at least one parallel resonator, wherein a first terminal of the
at least one parallel resonator is connected to ground, and the
other terminal of the at least one parallel resonator is con-
nected to the second terminal and the first series resonator.
The bandwidth of the band-stop filter can be set by means of
the parallel resonator.

In one development, at least one of the first terminals of the
at least one parallel resonator is connected to ground not
directly but rather via an inductance, or a capacitance, or a
combination of an inductance and a capacitance. The addi-
tional inductances enable further degrees of freedom in the
matching of the duplexer.

In one development, the first series resonator has an anti-
resonance in the region of the lower passband edge of the
transmission filter and the parallel resonator has a resonant
frequency lying in the region of the center of the passband of
the transmission filter. Since the antiresonance lies in the
region of the lower passband edge of the transmission filter,
the resonant frequency of the series resonator lies below the
lower transmission filter passband edge and does not
adversely affect the latter. The resonance of the parallel reso-
nator in the region of the center of the passband of the trans-
mission filter ensures that transmission frequencies are dissi-
pated to ground and thus increase the isolation.

In one development, the first series resonator is the same as
aparallel resonator of the transmission filter, but has an addi-
tional mass coating which reduces the resonant frequency of
the first series resonator relative to the resonant frequency of
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the parallel resonator, and the parallel resonator connected to
the second terminal is the same as a series resonator of the
transmission filter. Since, in the production of resonators
using BAW technology, usually only two resonant frequen-
cies are available on one chip, the use of the same resonators
both for the band-stop filter and for the transmission filter is
advantageous. The reduction of the resonant frequency by
means of an additional mass coating results in further degrees
of freedom in the design. The mass coating can be embodied
in the manner already mentioned further above.

In one development, the band-stop filter comprises a first
terminal and a second terminal, and two series resonators
connected in series via a connecting node. One of the series is
connected to the first terminal and the other is connected to
the second terminal. The first terminal is connected to the
transmission filter and the second terminal is connected to the
reception filter. The matching circuit comprises a first induc-
tance and a second inductance, wherein the first inductance
connects the first terminal to the antenna terminal and the
second inductance connects the connecting node to ground.
The first inductance supplies the necessary inductive charac-
ter at the antenna terminal, while the second inductance
together with the capacitances of the series resonators forms
a T-network for the matching of the reception filter.

In one development, the first terminal is not connected to
the transmission filter, but rather to the antenna terminal, and
the first inductance is not connected to the antenna terminal,
but rather to the transmission filter. In this way it is possible to
configure the matching of the transmission filter indepen-
dently of the matching of the reception filter.

In one development, the series resonator connected to the
first terminal has an antiresonance in the region of the lower
passband of the transmission filter, and the series resonator
connected to the second terminal has an antiresonance fre-
quency lying in the region of the center of the passband of the
transmission filter. The combination of the antiresonances
leads to a further increase in the isolation between the trans-
mission and reception filters.

In one development, the series resonator connected to the
first terminal is the same as a parallel resonator of the trans-
mission filter, but has an additional mass coating which
reduces the resonant frequency of'the series resonator relative
to the resonant frequency of the parallel resonator, and the
series resonator connected to the second terminal is the same
as a parallel resonator without additional mass coating of the
transmission filter. The reduction of the resonant frequency
has the effect that the latter is no longer directly at the lower
transmission filter passband side, as a result of which the
latter is not adversely affected. The use of the same resonators
for the band-stop filter and the transmission filter makes it
possible to produce these by means of the same process steps.

In one development, the first series resonator has an anti-
resonance but has no resonance. For isolation purposes it
suffices if the first series resonator has a very high impedance
at the antiresonance frequency.

In one development, at least one parallel resonator has a
resonance but has no antiresonance. By means of the reso-
nance, the resonators conduct well. For isolation purposes it
suffices if a parallel resonator has a low impedance at the
resonance.

In one development, the transmission filter comprises a
series resonator via which it is connected to the first terminal.
By virtue of the series resonator, the transmission filter at the
antenna port in the reception frequency range behaves like an
open circuit if it has an antiresonance in this frequency range.

In one development, the matching circuit further comprises
an inductance which connects the transmission filter to the
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6

transmission amplifier terminal, and comprises an inductance
which connects the reception filter to the reception amplifier
terminal. The inductances serve for matching the transmis-
sion filter and the reception filter to the respective terminals.

In one development, further terminals are provided, which
are coupled to the antenna terminal via respective filters and
band-stop filters, wherein the stop bands of the respective
band-stop filters lie in the passband of the transmission filter.
The band-stop filters make it possible to achieve a high iso-
lation between a plurality of signal paths. In addition, it is
possible to minimize capacitive losses that arise if the sepa-
ration between the passbands from one filter to the other is
sufficiently large and one filter thus acts as capacitive loading
on the other filter.

The invention furthermore provides a method for increas-
ing the isolation between a first bandpass filter and at least one
second bandpass filter, wherein the first bandpass filter and
the at least one second bandpass filter are coupled to a com-
mon node. The at least one second band pass filter is coupled
to the common node via a respective band-stop filter, wherein
the respective band-stop filters effect suppression in a pass-
band of the first bandpass filter. One advantage of this method
is that the capacitive loading of the respective second filter by
the band-stop filter is greatly reduced. This property is advan-
tageous particularly in the case of filters in greatly different
frequency ranges.

In one development, the filter function of the first bandpass
filter and that of the band-stop filters are realized in each case
by at least one same resonator.

In one development, the resonators of the first bandpass
filter and the resonators of the at least one band-stop filter are
realized on the same substrate.

In one development, the same resonators are realized by
means of the same process steps.

In one development, the resonant frequency of at least one
resonator of the band-stop filters is lowered relative to the
resonant frequency of the same resonator of the first bandpass
filter.

In one development, the resonant frequency is lowered by
an additional mass coating applied on the resonator.

In one development, the resonators of the band-stop filters
and of the first bandpass filter are BAW resonators.

In one development, the resonators of the band-stop filters
are SAW resonators.

In one development, the resonators of the band-stop filters
are GBAW resonators.

Inone development, the first bandpass filter, the at least one
second bandpass filter and an antenna coupled to the common
node are impedance-matched to one another such that at
frequencies lying in the passband of the first bandpass filter,
the reflection of power between the first bandpass filter and
the antenna is minimized, and the at least one second band-
pass filter constitutes an open circuit from the point of view of
the first bandpass filter, and at frequencies lying in each case
in the passbands of the at least one second bandpass filter, the
reflection of power between each second bandpass filter and
the antenna is minimized, and the first bandpass filter consti-
tutes an open circuit in each case from the point of view of the
respective second bandpass filter.

In one development, the static capacitance of at least one
resonator of the band-stop filters is varied for the matching.

In one development, at least one of the resonators of the
band-stop filters has a first resonant frequency and a first static
capacitance and is realized by at least a number N of resona-
tors, wherein the number N of resonators is greater than or
equal to two, the N resonators each have a static capacitance
that is N times greater than the first static capacitance, the N
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resonators are connected in series with one another, and the
resonant frequency deviates from the first resonant frequency
by up to 3% at least in one of the resonators.

In one development, at least one of the resonators of the
band-stop filters has a first resonant frequency and a first static
capacitance and is realized by at least a number N of resona-
tors, wherein the number N of resonators is greater than or
equal to two, the N resonators each have a static capacitance
that is N times less than the first static capacitance, the N
resonators are connected in parallel with one another, and the
resonant frequency deviates from the first resonant frequency
by up to 3% at least in one of the resonators.

In one development, the resonators of the band-stop filters
are SAW resonators.

BRIEF DESCRIPTION OF THE DRAWINGS

The invention is described below on the basis of exemplary
embodiments with the aid of the figures, in which:

FIG. 1 shows an exemplary embodiment of a duplexer;

FIG. 2 shows exemplary transfer functions between an
antenna terminal and a transmission amplifier terminal, and
between an antenna terminal and a reception filter and respec-
tively a reception filter with a band-stop filter;

FIG. 3 shows exemplary isolation profiles between a trans-
mission amplifier terminal and a reception amplifier terminal;

FIGS. 4A-4E, collectively FIG. 4, show exemplary
embodiments of ladder structures with series resonators and
parallel resonators;

FIG. 5 shows exemplary embodiments of a transmission
filter, of a band-stop filter and of a reception filter;

FIGS. 6A-6D, collectively FIG. 6, show exemplary
embodiments in which resonators comprise a plurality of
resonators;

FIGS. 71010 show exemplary embodiments of a band-stop
filter with a matching circuit;

FIG. 11 shows an exemplary embodiment of a multiband
duplexer with a plurality of band-stop filters and bandpass
filters; and

FIG. 12 shows diagram of a resonator with a mass coating.

The following list of reference symbols may be used in
conjunction with the drawings:

1, 2 Terminals

fp Resonant frequency of the parallel resonator

fs Resonant frequency of the series resonator

A Connecting node

ANT Antenna terminal

BS Band-stop filter

C0 Static capacitance of the BAW resonator

CT Substrate of the transmission filter

CS Substrate of the reception filter

D Duplexer

GND Ground

1 Isolation without band-stop filter

1B Isolation with band-stop filter

K Common node

L1, L2, L3, L4 Inductances

LNA, LNA1, LNA2 Reception amplifier terminals
M1, M2 Matching circuits

N Number of resonators

PA, PA1, PA2 Transmission amplifier terminals

P, P1, P2 Parallel resonator

PB1 Parallel resonator of the band-stop filter

PT1, PT2 Parallel resonator of the transmission filter
PR1, PR2, PR3 Parallel resonator of the reception filter
R Transfer function of reception filter

RB Transfer function of reception filter with band-stop filter
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RX, RX1, RX2 Reception filter, second bandpass filters
T Transfer function of transmission filter

TP Passband of the transmission filter

TX, TX1 Transmission filter, first bandpass filter

TX2, TX3 Second bandpass filters

S, S1, S2 Series resonator

SB1, SB2 Series resonator of the band-stop filter

ST1, ST2, ST3 Series resonator of the transmission filter
SR1, SR2 Series resonator of the reception filter

DETAILED DESCRIPTION OF ILLUSTRATIVE
EMBODIMENTS

FIG. 1 shows an exemplary embodiment of a duplexer D
comprising a transmission amplifier terminal PA, a reception
amplifier terminal LNA and an antenna terminal ANT. The
transmission amplifier terminal PA is coupled to a transmis-
sion filter TX, and the reception amplifier terminal LNA is
coupled to a reception filter RX. Two matching circuits M1
and M2 are provided, by means of which the transmission
filter TX and the reception filter RX are impedance-matched
to the antenna terminal ANT, such that no power is reflected
when a transmission signal is transmitted to the antenna and
when a reception signal is received by the antenna. The
matching circuits M1 and M2 are designed such that the
reception filter RX constitutes an open circuit from the point
of'view of the transmission filter TX at transmission frequen-
cies and the transmission filter TX also constitutes an open
circuit from the point of view of the reception filter RX at
reception frequencies. The isolation between the transmis-
sion path and the reception path is increased by means of the
band-stop filter BS situated in the reception signal path. Such
a duplexer D can be used, e.g., during operation in WCDMA
(Wideband Code Division Multiple Access) band II for the
simultaneous transmission and reception of signals.

FIG. 2 and FIG. 3 show exemplary transfer functions, with
and without a band-stop filter BS, between the antenna ter-
minal ANT, the transmission amplifier terminal PA and the
reception amplifier terminal LNA. The curve T in FIG. 2
shows the transfer function between the transmission ampli-
fier terminal PA and the antenna terminal ANT. The curve RB
shows the transfer function between the reception amplifier
terminal LNA and the antenna terminal ANT. The curve R
shows the transfer function between the reception amplifier
terminal LNA and the antenna terminal ANT, but for com-
parison purposes without a band-stop filter BS. The transfer
functions shown are already matched.

For WCDMA band 11, the passband TP of the transmission
signals lies between 1850 and 1910 MHz and has a width of
60 MHz. The reception band lies above the transmission
band, the reception band likewise having a width of 60 MHz
and lying between 1930 and 1990 MHz. Transmission and
reception bands therefore have a separation from one another
of just 20 MHz.

As shown by the comparison between the transfer func-
tions R and RB, in the transmission frequency range a better
suppression of transmission signals takes place by means of
the band-stop filter BS than without a band-stop filter. Fur-
thermore, the transfer functions R and RB lie virtually com-
pletely on top of each other in the reception frequency range,
which shows that the band-stop filter BS only slightly influ-
ences the transfer function. It is furthermore important that
the gradient of the left passband edge of the reception filter
RX is maintained unchanged. The design of the band-stop
filter BS is additionally independent of that of the transmis-
sion filter TX and of the reception filter RX. It therefore



US 9,160,306 B2

9

constitutes a new functional element which can be used to
simplify the filter design by means of further degrees of
freedom.

FIG. 3 shows the isolation between the transmission ampli-
fier terminal PA and the reception amplifier terminal LNA.
The curve I shows the isolation without a band-stop filter BS,
while the curve IB shows the isolation with the band-stop
filter BS. An improvement in the isolation from 40 dB to 60
dB is evident in the transmission frequency range.

FIGS. 4A to 4E show exemplary embodiments of ladder
structures that can be used for the construction of the trans-
mission filter TX, of the band-stop filter BS and of the recep-
tion filter RX. FIG. 4A shows a series resonator S, and FIG.
4B shows a parallel resonator P. FIGS. 4C and 4D show a
combination of series resonators S and parallel resonators P.
FIG. 4E shows a T-arrangement comprising two series reso-
nators S1 and S2 and one parallel resonator P. The ladder
structures can be interconnected with one another in a chain
circuit in order to obtain multi-stage ladder structures. The
number of stages and the selection of the ladder structures
themselves are determined from the requirements made of the
filter transconductance, filter bandwidth and insertion loss.

The ladder structures shown in FIG. 4 are “single ended-
single ended”. An extension for the “balanced-balanced” case
occurs by mirroring the existing filter part at the ground rail
and eliminating the access to the original ground node. Lat-
tice structures are also possible for the “balanced-balanced”
case.

The resonators of the ladder structures in FIG. 4 can be
resonators which can be described by a Butterworth-van
Dyke model. These are, e.g., resonators using bulk acoustic
wave (BAW) technology, surface acoustic wave (SAW) tech-
nology, guided bulk acoustic wave (GBAW) technology,
other microacoustic technologies, resonators composed of
concentrated network elements such as inductances and
capacitances or generally electromagnetically effective ele-
ments. These resonators exhibit a resonance, at which they
conduct well, and an antiresonance, at which they conduct
poorly. Beyond these resonances, the resonators typically
exhibit capacitive behavior.

Resonators having only an antiresonance in each case are
sufficient for the series resonators of the band-stop filter. A
resonance is not necessary. One example thereof'is a parallel
resonant circuit composed of an inductance and a capaci-
tance. Resonators having only a resonance in each case are
sufficient for the parallel resonators of the band-stop filter. An
antiresonance is not necessary. One example thereof is a
tuning fork or a MEMS oscillator.

FIG. 5 shows exemplary embodiments of the transmission
filter TX, the band-stop filter BS and the reception filter RX.
In this case, the transmission filter TX consists of a chain
circuit of two ladder structures in accordance with FIG. 4C
and one ladder structure in accordance with FIG. 4A. It com-
prises the series resonators ST1, ST2, ST3 and the parallel
resonators PT1, PT2. The band-stop filter BS is embodied in
one stage and has the ladder structure shown in FIG. 4C. It
comprises the series resonator SB1 and the parallel resonator
PB1. The reception filter RX consists of a chain circuit of two
ladder structures in accordance with FIG. 4D and one ladder
structure in accordance with FIG. 4B. It comprises the series
resonators SR1, SR2 and the parallel resonators PR1, PR2
and PR3. The inductance [.12 shifts the resonant frequency of
PB1. In addition, it is possible to provide matching elements
attheterminals LNA and PA. Ifit is taken into account that the
matching circuit M2 is not present, the arrangement corre-
sponds to the duplexer D shown in FIG. 1.
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In one exemplary embodiment, the parallel resonators and
series resonators are bulk acoustic wave (BAW) resonators.
Precisely at relatively high frequencies of approximately 2
GHz, BAW resonators have better electrical properties given
the same dimensions by comparison with surface acoustic
wave (SAW) resonators. They substantially consist of a
piezoelectric layer that is arranged between two electrodes
and together oscillate at a resonant frequency. In the case of
BAW resonators, the frequency of the antiresonance lies
above the frequency of the resonance. Alternatively, the reso-
nators can also be GBAW resonators.

The parallel resonators have a lower resonant frequency
than the series resonators. Since they lie in the passband path,
the series resonators, by virtue of their antiresonance, form
the upper edge of the passband of the transmission filter and
of the reception filter, while the parallel resonators dissipate
to ground and, by virtue of their resonance, form the lower
edge. The bandwidth can be set by means of the differences in
the frequencies.

In the case of BAW manufacturing technology, only two
resonances fs and fp are usually available on one chip. More
than two resonant frequencies are possible, but at the cost of
higher process outlay and hence a lower component yield.
Since the transmission filter TX and the reception filter RX
have different center frequencies, they are therefore manu-
factured on dedicated substrates CT and CR.

InFIG. 5, the band-stop filter BS is integrated together with
the transmission filter TX on the same substrate CT. The
resonators of the band-stop filter BS are manufactured by
means of the same manufacturing steps as the resonators of
the transmission filter TX. The band-stop filter and the trans-
mission filter therefore have the same resonators. In this way,
no additional substrate is required for the band-stop filter BS
and additional process steps are obviated.

In order to achieve a band-stop filter BS in the passband of
the transmission filter TX with the same resonators, however,
it is necessary to arrange the resonators differently: the par-
allel resonator PB1 of the band-stop filter BS is therefore the
same resonator as the series resonators ST1, ST2 or ST3 ofthe
transmission filter TX and dissipates to ground GND via the
inductance .12 at the same resonant frequency. The series
resonator SB1 of the band-stop filter BS is the same resonator
as a parallel resonator PT1, PT2 of the transmission filter TX.
By virtue of the fact that the same resonators are used for the
band-stop filter BS and the transmission filter TX, some
restrictions arise in the design of the duplexer, but, as
described later, they can be circumvented.

While the band-stop filter BS in FIG. 5 is integrated
together with the transmission filter TX on one substrate CT,
thus resulting in considerable advantages during manufac-
ture, the band-stop filter BS can also be manufactured by
means of dedicated components externally or in a manner
integrated in the housing.

The resonators SB1, PB1 of the band-stop filter BS could
also be realized on the substrate CR of the reception filter RX.
However, this necessitates a more complex BAW manufac-
turing process that makes it possible to be able to produce a
third and, if appropriate, further resonator types having dif-
ferent resonant frequencies on one chip.

It is advantageous if in the arrangement, in contrast to the
illustration in FIG. 5, the transmission filter begins with a
series resonator, or a series resonator SR is arranged between
the band-stop filter BS and the first parallel resonator PT1 of
the transmission filter.

One essential advantage of the band-stop filter BS manu-
factured with BAW resonators compared with the use of
external inductances which are arranged in the housing, in the
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duplexer module or on the circuit board is that the inductance
values are subjected to great fluctuations relative to the fre-
quency stability and manufacturing stability of the resona-
tors. The transmission frequency isolation which can be
specified as typical is therefore impaired unnecessarily. By
contrast, the bandpass filter BS shown in FIG. 5 is constructed
with acoustic components which, firstly, are frequency-
trimmed and, secondly, are very thermally stable at approxi-
mately —20 ppny/K in the case of BAW resonators. The typical
isolation can therefore be specified with smaller allowances,
as a result of which requirements made of the manufacturing
process can be reduced or the yield increases in the same
manufacturing process.

The resonators of the reception filter RX can also be manu-
factured with SAW resonators instead of BAW resonators.
SAW resonators have the advantage that they additionally
afford a matching of “single ended” to “balanced” and pos-
sibly have better electrical properties. The combination of
SAW technology and BAW technology forms a hybrid
duplexer.

It is possible here to realize the transmission filter TX, the
band-stop filter BS and the reception filter RX with SAW
resonators. In this case, the SAW elements can be realized on
a single substrate since, in the case of SAW manufacturing
technology, resonators having different resonant frequencies
are realized without relatively great outlay, e.g., by choosing
suitable finger periods of the interdigital transducers (IDT).

In order to alter the resonant frequency of the resonators of
the band-stop filter BS in order thus to optimize the electrical
properties, there are a number of possibilities. In the case of a
BAW resonator, additional mass coatings can be applied,
which increase the oscillation mass of the resonator. One
possibility consists in applying a material layer that can also
be partly removed. The resonators with the mass coating then
have a lower resonant frequency than those which have no
additional material layer or in which the material layer is only
partly present A schematic diagram of a resonator with a mass
coating is provided is FIG. 12.

While the band-stop filter BS in FIG. 5 is integrated
together with the transmission filter TX on one substrate CT,
thus resulting in considerable advantages during manufac-
ture, the band-stop filter BS can also be manufactured by
means of dedicated components externally or in a manner
integrated in the housing.

FIG. 6 shows exemplary embodiments in which a resonator
comprises a plurality of resonators, thus giving rise to further
degrees of freedom for the duplexer design. In comparison
with FIGS. 4A and 4C, the series resonator S is replaced by
the series resonators S1 and S2 in FIGS. 6A and 6B. FIG. 6C
shows the replacement of the parallel resonator P from FIG.
4C by the parallel resonators P1 and P2. In comparison with
FIG. 4C, the resonators S, P have been replaced by the series
resonators S1, S2 and the parallel resonators P1 and P2 in
FIG. 6D. In order that the replacing resonators have the same
static capacitance C0 as the original resonators S, P, these
must have double the capacitance, i.e., double the area, if they
are connected in series and half the capacitance, i.e., half the
area, if they are connected in parallel. In one of the resonators
that are present doubly, the resonant frequency can be altered
by up to 3% relative to the original resonators S, P, as
described above. With the additional resonant frequency, fur-
ther possibilities for optimization arise without the introduc-
tion of a new manufacturing process for BAW resonators with
further resonant frequencies.

FIG. 7 shows an exemplary embodiment with a band-stop
filter BS having a first terminal 1 and a second terminal 2, and
with a matching network having a first inductance L1 and a
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second inductance [.2. The band-stop filter BS consists of an
individual series resonator SB1 and can again be manufac-
tured together with the resonators of the transmission filter
TX on the same substrate CT by means of the same process
steps. L1 and L2 and the static capacitance of SB1 are
designed such that upon reception of a reception signal the
transmission filter TX constitutes an open circuit from the
point of view of the reception filter RX and reflections
between the reception filter RX and the antenna terminal
ANT are minimized. Furthermore, upon transmission of a
transmission signal the reception filter RX is intended to
constitute an open circuit from the point of view of the trans-
mission filter TX and reflections between the transmission
filter TX and the antenna terminal ANT are intended to be
minimized. In this case, the first inductance L1 serves for
matching the transmission filter TX to the antenna terminal
ANT. Together with the static capacitance C0 of the series
resonator SB1 and with the second inductance L2, the first
inductance 1 serves to form a PI network used for matching
the reception filter RX. The matching circuit furthermore
comprises the inductances 1.3 and 4. In this case, the induc-
tances 1.3 and L4 serve for matching the transmission filter
TX and the reception filter RX to the transmission amplifier
terminal PA and the reception amplifier terminal L.NA. In this
case, the transmission filter TX and the reception filter RX can
be configured in any desired manner. The matching can also
be effected differently, e.g., by means of parallel inductances
or a network having a predominantly inductive character.

The band-stop filter BS is intended to have a high-imped-
ance behavior at transmission frequencies, i.e., to form an
open circuit, as a result of which easier matching is possible.
For this purpose, the first series resonator SB1 has an anti-
resonance frequency in the range of the passband TP of the
transmission filter TX. Consequently, the reception filter RX
always constitutes an open circuit from the point of view of
the transmission filter TX. The use of a leading parallel reso-
nator is not possible at this location since this would lead to a
short circuit in the transmission frequency range. The series
resonator SB1 can be a parallel resonator of the transmission
filter TX, the resonant frequency of which is optionally low-
ered.

The resonance of the series resonator SB1 lies up to 3%
below the transmission filter passband side in terms of fre-
quency, such that no impairment of the left transmission filter
edge occurs. This can be made possible by a lowering of the
resonant frequency of the series resonator SB1 using the
means mentioned above. Generally, it is not absolutely nec-
essary in this case for the antiresonance to lie exactly in the
center of the passband.

A further solution to this problem is the use of an induc-
tance connected in series with the band-stop filter BS. In this
way, the resonance of the band-stop filter BS, with the same
antiresonance position, is pulled to lower frequencies and the
left passband edge of the transmission filter TX remains
unimpaired. At frequencies of approximately 2 GHz, how-
ever, the series inductance would have to be greater than 10
nH, as a result of which this solution is restricted to applica-
tions at higher frequencies.

FIG. 8 shows an extension of FIG. 7 by a parallel resonator
PB1, which is connected to the second terminal 2 and is
connected by its first terminal to ground GND. The antireso-
nance of the first series resonator SB1 is again chosen such
that it lies in the region of the lower passband filter edge. This
can be effected, e.g., by means of a resonator using BAW
technology, the frequency of the resonator being lowered by
means of an additional mass coating. A series resonator of the
transmission filter TX can be chosen for the parallel resonator
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PB1. The matching circuit is unchanged in its structure by
comparison with FIG. 7. The inductance [.2 can advanta-
geously turn out to be smaller owing to the presence of the
parallel resonator PB1. A leading SB1 resonator decouples
the transmission filter TX from the reception filter RX, as a
result of which the matching is simplified. The antiresonance
lies in the passband of the transmission filter, or up to approxi-
mately 3% below, and the resonance lies below the passband,
in order that the left passband edge is not impaired. Depend-
ing on the requirement made of the band-stop filter, even
further parallel resonators can also be connected to the second
terminal 2 and to ground GND. For the matching, the first
terminals of the parallel resonators can be connected to
ground GND at least in part also via inductances instead of a
direct connection. The resonant frequencies of the further
parallel resonators can differ from one another by up to 3%.

FIG. 9 shows a modification of FIG. 7, in which the series
resonator SB1 has been replaced by two series resonators SB1
and SB2 connected in series. Instead of the matching circuit
in FIG. 7, designed as a PI network, a T-network is used for
matching the reception filter RX. The capacitances of the
T-network are formed from the static capacitances of the
series resonators SB1 and SB2. The inductance necessary for
the T-network is supplied by the coil L2, which connects the
connecting node A, via which the series resonators SB1 and
SB2 are connected to one another, to ground GND. The series
resonator SB1 again has the lowered resonant frequency of a
parallel resonator of the transmission filter TX, such that its
antiresonance lies at the lower bandpass edge of the transmis-
sion filter TX. The first inductance L1 supplies the predomi-
nantly inductive character at the antenna terminal ANT. The
resonator SB2 is a parallel resonator of the transmission filter.

FIG. 10 shows a further exemplary embodiment, which is
based on FIG. 9. In FIGS. 7 to 9, the matching of the trans-
mission filter TX is not independent of the matching of the
reception filter RX. This disadvantage can be avoided with
the matching circuit shown in FIG. 10. By comparison with
FIG. 9, the first inductance [.1 no longer connects the first
terminal 1 to the antenna terminal ANT, but rather to the
transmission filter TX. However, the attainment of the open-
circuit condition for the reception filter RX is more difficult
with the arrangement shown. It is helpful if the transmission
filter TX has a series resonator, such as, for example, the ST3
in FI1G. 5, via which it is connected to the first inductance. The
antenna terminal ANT is open-circuited in the reception fre-
quency range.

FIG. 11 shows an exemplary embodiment in which a plu-
rality of filters TX1, TX2, TX3, RX1, RX2 are coupled to a
common node K. Such an arrangement is present, e.g., in
module applications in which a plurality of transmission and
reception paths exist. A high isolation between each trans-
mission path and each reception path, as already described
above, is desired here. Furthermore, the intention is also to
minimize capacitive losses that arise by virtue of the fact that
bandpass filters having a sufficiently large band gap with
respect to one another act on one another like a capacitive
loading if they are connected to the common node K. The
isolation between transmission and reception paths can be
achieved in the manner described above. In order to reduce
the insertion loss of the bandpass filter TX1 as a result of
capacitive losses on account of the bandpass filters TX2 and
TX3, aband-stop filter BS is connected upstream thereof. The
band-stop filter BS can be a resonator whose antiresonance
lies approximately in the bandpass center of the first bandpass
filter TX1. The capacitive loading by the further bandpass
filters RX1 and RX2 can also be eliminated in the same way.
The matching circuits required are not shown in FIG. 11. All
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the abovementioned steps for the matching and selection of
the resonators for the band-stop filter BS and also the varia-
tions described are also applicable to FIGS. 7 to 11.
What is claimed is:
1. A duplexer, comprising:
an antenna terminal;
a transmission amplifier terminal;
a reception amplifier terminal;
a transmission filter, wherein the transmission amplifier
terminal is coupled to the antenna terminal via the trans-
mission filter, wherein the transmission filter has a pass-
band, and wherein the transmission filter comprises at
least one resonator;
a reception filter coupled to the reception amplifier termi-
nal;
a band-stop filter, wherein the reception filter is coupled to
the antenna terminal via the band-stop filter, wherein the
band-stop filter has a stop band in the passband of the
transmission filter, and wherein the band-stop filter com-
prises at least one same resonator as the transmission
filter, wherein a resonant frequency of at least one reso-
nator of the band-stop filter has a lower frequency so as
to be below the passband of the transmission filter;
wherein the transmission filter and the band-stop filter
comprise ladder structures having series resonators or
parallel resonators;
wherein at least one series resonator of the band-stop filter
is the same resonator as a parallel resonator of the trans-
mission filter;
wherein at least one parallel resonator of the band-stop
filter is the same resonator as a series resonator of the
transmission filter;
wherein a resonant frequency of at least one series resona-
tor of the band-stop filter differs from resonant frequen-
cies of the remaining series resonators of the band-stop
filter or a resonant frequency of at least one parallel
resonator of the band-stop filter differs from resonant
frequencies of the remaining parallel resonators of the
band-stop filter; and
wherein the resonators whose resonant frequencies differ
from the other resonators have an additional mass coat-
ing that lowers the resonant frequency and which is not
present, or not present to the same extent, in the other
resonators; and
at least one matching circuit configured to provide an open
circuit for the transmission filter from the point of view
of the reception filter at reception frequencies and mini-
mize
reflections between the reception filter and the antenna
terminal, and

wherein the at least one matching circuit is configured to
provide an open circuit for the reception filter at trans-
mission frequencies from the point of view of the
transmission filter, and minimize reflections between
the transmission filter and the antenna terminal.

2. The duplexer according to claim 1, wherein the trans-
mission filter has at least one parallel resonator and a plurality
of'series resonators and wherein at least one parallel resonator
of the transmission filter has a resonant frequency that is
lower than resonant frequencies of the series resonators of the
transmission filter.

3. The duplexer according to claim 1, wherein a resonant
frequency of at least one series resonator of the band-stop
filter differs from resonant frequencies of the remaining series
resonators of the band-stop filter.

4. The duplexer according to claim 1, wherein a resonant
frequency of at least one parallel resonator of the band-stop
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filter differs from resonant frequencies of the remaining par-
allel resonators of the band-stop filter.
5. The duplexer according to claim 1, wherein
the additional mass coating comprises a passivation layer,
asilicon dioxide layer, a tungsten layer, a titanium layer,
an aluminum layer, a molybdenum layer, an iridium
layer, a ruthenium layer, a silicon nitride layer, an alu-
minum nitride layer, a zinc oxide layer, a lead zirconate
titanate layer or a barium strontium titanate layer, and

the layer is applied above or below a piezo-layer of the
resonator, or thickens the piezo-layer.

6. The duplexer according to claim 1, wherein the resona-
tors of the transmission filter and the resonators of the band-
stop filter are BAW resonators and are arranged on the same
substrate.

7. The duplexer according to claim 1, wherein the resona-
tors of the reception filter and the resonators of the band-stop
filter are BAW resonators and are arranged on the same sub-
strate.

8. The duplexer according to claim 1, wherein the resona-
tors of the transmission filter, the resonators of the reception
filter and the resonators of the band-stop filter are BAW
resonators and are arranged on the same substrate.

9. The duplexer according to claim 8, wherein the reception
filter comprises at least one SAW resonator.

10. The duplexer according to claim 1, wherein

the resonators of the transmission filter and the resonators

of the band-stop filter are SAW resonators and are
arranged on the same substrate, and

wherein the SAW resonators of the reception filter, of the

transmission filter and of the band-stop filter are con-
structed on a common substrate.

11. The duplexer according to claim 1, wherein the at least
one resonator of the transmission filter comprises a GBAW
resonator.

12. The duplexer according to claim 1, wherein at least one
of the resonators of the band-stop filter has a first resonant
frequency and a first static capacitance, and comprises at least
a number N of resonators, wherein

the number N is greater than or equal to two,

the N resonators each have a static capacitance that is N

times greater than the first static capacitance,

the N resonators are connected in series with one another,

and

the resonant frequency deviates from the first resonant

frequency by up to 3% at least in one of the N resonators.

13. The duplexer according to claim 1, wherein at least one
of the resonators of the band-stop filter has a first resonant
frequency and a first static capacitance, and comprises at least
a number N of resonators, wherein

the number N is greater than or equal to two,

the N resonators each have a static capacitance that is N

times less than the first static capacitance,

the N resonators are connected in parallel with one another,

and

the resonant frequency deviates from the first resonant

frequency by up to 3% at least in one of the N resonators.

14. The duplexer according to claim 1, wherein

the band-stop filter has a first terminal and a second termi-

nal, wherein the first terminal is connected to the antenna
terminal and the transmission filter and the second ter-
minal is connected to the reception filter,

the matching circuit comprises a first inductance and a

second inductance, wherein the first inductance con-
nects the first terminal to ground and the second induc-
tance connects the second terminal to ground.
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15. The duplexer according to claim 14, wherein the band-

stop filter comprises a first series resonator that is connected
to the first terminal.

16. The duplexer according to claim 15, wherein the first

series resonator has an antiresonance lying in the passband of
the transmission filter or up to three percent below that in
terms of frequency.

17. The duplexer according to claim 15, wherein the band-

stop filter further comprises at least one parallel resonator,
wherein a first terminal of the at least one parallel resonator is
connected to ground, and the other terminal of the at least one
parallel resonator is connected to the second terminal and the
first series resonator.

18. The duplexer according to claim 17, wherein at least

one of the first terminals of the at least one parallel resonator
is connected to ground not directly but rather via an induc-
tance, or a capacitance, or a combination of an inductance and
a capacitance.

19. The duplexer according to claim 18, wherein the first

series resonator has an antiresonance in the region of the
lower passband edge of the transmission filter and the parallel
resonator has a resonant frequency lying in the region of the
center of the passband of the transmission filter.

20. The duplexer according to claim 15, wherein

the first series resonator is the same as a parallel resonator
of the transmission filter, but has an additional mass
coating that reduces the resonant frequency of the first
series resonator relative to the resonant frequency of the
parallel resonator, and

the parallel resonator connected to the second terminal is
the same as a series resonator of the transmission filter.

21. The duplexer according to claim 15, wherein the first

series resonator has an antiresonance but has no resonance.

22. The duplexer according to claim 15, wherein at least

one parallel resonator has a resonance but has no antireso-
nance.

23. The duplexer according to claim 1, wherein

the band-stop filter comprises a first terminal and a second
terminal, and two series resonators connected in series
via a connecting node, of which one series resonators is
connected to the first terminal and the other series reso-
nator is connected to the second terminal,

the first terminal is connected to the transmission filter and
the second terminal is connected to the reception filter,
and

the matching circuit comprises a first inductance and a
second inductance, wherein the first inductance con-
nects the first terminal to the antenna terminal and the
second inductance connects the connecting node to
ground.

24. The duplexer according to claim 23, wherein

the series resonator connected to the first terminal has an
antiresonance in the region of the lower passband of the
transmission filter, and

the series resonator connected to the second terminal has
an antiresonance frequency lying in the region of the
center of the passband of the transmission filter.

25. The duplexer according to claim 23, wherein

the series resonator connected to the first terminal is the
same as a parallel resonator of the transmission filter, but
has an additional mass coating that reduces the resonant
frequency of the series resonator relative to the resonant
frequency of the parallel resonator, and

the series resonator connected to the second terminal is the
same as a parallel resonator of the transmission filter.
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26. The duplexer according to claim 25, wherein the trans-
mission filter comprises a series resonator, the transmission
filter being connected to the first terminal via the series reso-
nator.

27. The duplexer according to claim 1, wherein

the band-stop filter comprises a first terminal and a second

terminal, and two series resonators connected in series
via a connecting node, of which one series resonators is
connected to the first terminal and the other series reso-
nator is connected to the second terminal,

the first terminal is connected to the antenna terminal, and

the firstinductance does not connect the first terminal to the

antenna terminal, but rather to the transmission filter,

the matching circuit comprises a first inductance and a

second inductance, wherein the first inductance con-
nects the first terminal to the transmission filter and the
second inductance connects the connecting node to
ground.

28. The duplexer according to claim 1, wherein the match-
ing circuit further comprises:

an inductance that connects the transmission filter to the

transmission amplifier terminal; and

an inductance that connects the reception filter to the recep-

tion amplifier terminal.
29. The duplexer according to claim 1, further comprising
further terminals that are coupled to the antenna terminal via
respective filters and band-stop filters, wherein the stop bands
of the respective band-stop filters lie in the passband of the
transmission filter.
30. A circuit comprising:
a first bandpass filter,
a band-stop filter; and
at least one second bandpass filter,
wherein the first bandpass filter and the at least one second
bandpass filter are coupled to a common node,

wherein the at least one second bandpass filter is coupled to
the common node via the band-stop filter, wherein the
band-stop filter effects a suppression in a passband of the
first bandpass filter, and

wherein a filter function of the first bandpass filter and a

filter function of the band-stop filters are each realized
by at least one same resonator;

wherein a resonant frequency of at least one resonator of

the band-stop filter has a lower frequency so as to be
below the passband of the first bandpass filter;

wherein the first bandpass filter and the band-stop filter

comprise ladder structures having series resonators or
parallel resonators;

wherein at least one series resonator of the band-stop filter

is the same resonator as a parallel resonator of the first
bandpass filter;

wherein at least one parallel resonator of the band-stop

filter is the same resonator as a series resonator of the
first bandpass filter;

wherein a resonant frequency of at least one series resona-

tor of the band-stop filter differs from resonant frequen-
cies of the remaining series resonators of the band-stop
filter or a resonant frequency of at least one parallel
resonator of the band-stop filter differs from resonant
frequencies of the remaining parallel resonators of the
band-stop filter; and

wherein the resonators whose resonant frequencies differ

from the other resonators have an additional mass coat-
ing that lowers the resonant frequency and which is not
present, or not present to the same extent, in the other
resonators; and
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at least one matching circuit configured to provide an open
circuit for the first bandpass filter from the point of view
of the at least one second bandpass filter at reception
frequencies and minimize
reflections between the at least one second bandpass
filter and the common node, and
wherein the at least one matching circuit is configured to
provide
an open circuit for the at least one second bandpass filter
at transmission frequencies from the point of view of
the first bandpass filter, and minimize reflections
between the first bandpass filter and the common
node.
31. The circuit according to claim 30, wherein resonators
of the first bandpass filter and resonators of the band-stop
filter are realized on the same substrate.
32. The circuit according to claim 31, wherein the same
resonators are realized by means of the same process steps.
33. The circuit according to claim 30, wherein the resonant
frequency of at least one resonator of the band-stop filters is
lowered relative to the resonant frequency of the same reso-
nator of the first bandpass filter.
34. The circuit according to claim 30, wherein resonators
of'the band-stop filters and of the first bandpass filter are BAW
resonators.
35. The circuit according to claim 30, wherein resonators
of the band-stop filters are SAW resonators.
36. The circuit according to claim 30, wherein resonators
of the band-stop filters are GBAW resonators.
37. The circuit according to claim 30, further comprising
an antenna coupled to the common node wherein the first
bandpass filter, the at least one second bandpass filter and the
antenna are impedance-matched to one another such that at
frequencies lying in the passband of the first bandpass filter,
wherein the reflection of power between the first bandpass
filter and the antenna is minimized, and
wherein the at least one second bandpass filter constitutes
an open circuit from the point of view of the first band-
pass filter, and at frequencies lying in each case in the
passbands of the at least one second bandpass filter,

wherein the reflection of power between each second band-
pass filter and the antenna is minimized, and

wherein the first bandpass filter constitutes an open circuit

in each case from the point of view of the respective
second bandpass filter.

38. The circuit according to claim 37, wherein a static
capacitance of at least one resonator of the band-stop filters is
varied for the matching.

39. The circuit according to claim 37, wherein at least one
of the resonators of the band-stop filters has a first resonant
frequency and a first static capacitance and is realized by at
least a number N of resonators, wherein

the number N of resonators is greater than or equal to two,

the N resonators each have a static capacitance that is N

times greater than the first static capacitance,

the N resonators are connected in series with one another,

and

the resonant frequency deviates from the first resonant

frequency by up to 3% at least in one of the resonators.

40. The circuit according to claim 37, wherein at least one
of the resonators of the band-stop filters has a first resonant
frequency and a first static capacitance and is realized by at
least a number N of resonators, wherein

the number N of resonators is greater than or equal to two,

the N resonators each have a static capacitance that is N

times less than the first static capacitance,
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the N resonators are connected in parallel with one another,
and

the resonant frequency deviates from the first resonant
frequency by up to 3% at least in one of the resonators.

41. A duplexer, comprising:

an antenna terminal;

a transmission amplifier terminal;

a reception amplifier terminal;

a transmission filter, wherein the transmission amplifier
terminal is coupled to the antenna terminal via the trans-
mission filter, wherein the transmission filter has a pass-
band, and wherein the transmission filter comprises at
least one resonator;

a reception filter coupled to the reception amplifier termi-
nal; and

a band-stop filter, wherein the reception filter is coupled to
the antenna terminal via the band-stop filter, wherein the
band-stop filter has a stop band in the passband of the
transmission filter, and wherein the band-stop filter com-
prises at least one same resonator as the transmission
filter, wherein a resonant frequency of at least one reso-
nator of the band-stop filter has a lower frequency so as
to be below the passband of the transmission filter;

wherein the transmission filter and the band-stop filter
comprise ladder structures having series resonators or
parallel resonators;

wherein at least one series resonator of the band-stop filter
is the same resonator as a parallel resonator of the trans-
mission filter;
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wherein at least one parallel resonator of the band-stop
filter is the same resonator as a series resonator of the
transmission filter;
wherein a resonant frequency of at least one series resona-
tor of the band-stop filter differs from resonant frequen-
cies of the remaining series resonators of the band-stop
filter or a resonant frequency of at least one parallel
resonator of the band-stop filter differs from resonant
frequencies of the remaining parallel resonators of the
band-stop filter;
wherein the resonators whose resonant frequencies differ
from the other resonators have an additional mass coat-
ing that lowers the resonant frequency and which is not
present, or not present to the same extent, in the other
resonators;
wherein the resonators of the transmission filter and the
resonators of the band stop filter are arranged on the
same substrate; and
at least one matching circuit configured to provide an open
circuit for the transmission filter from the point of view
of the reception filter at reception frequencies and mini-
mize
reflections between the reception filter and the antenna
terminal, and
wherein the at least one matching circuit is configured to
provide an open circuit for the reception filter at trans-
mission frequencies from the point of view of the
transmission filter, and minimize reflections between
the transmission filter and the antenna terminal.
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